TECHNICAL DATA SHEET

Update: January 24, 2017
Make sure you have an updated technical data sheet on hand.
Canada and U.S. dial 1-855-847-7767 or (450) 624-1611

Description: The GATOR TILE EDGE is the fully customizable solution to run around the perimeter of your finished porcelain tile installation, providing stability and strong lateral support. The Gator Edge is made with 100% polyethylene.

Features:

- Reinforces the outside perimeter.
- Creates a strong lateral support.
- Will not corrode.
- Easy-to-use.
- Versatile.
- Robust system.
- Support strength.
- Come in 8-ft lengths.
- Use with Gator Base Screws.

For use on: GATOR TILE EDGE are use to support, stabilize and offer a strong lateral support for the perimeter of a porcelain tile installation for a patio, sidewalk, pool surrounding & terrace fasten to the Gator Base with the help of the Gator Base Screws.

Installation instructions:

1. It can be installed either before or after the tile installation.
2. Use one Gator Base Screw every second hole for great support strength.
3. Use gator screws at every junction, this will ensure continuous lateral support.

Packaging:

<table>
<thead>
<tr>
<th>Product</th>
<th>Unit Size</th>
<th>Units per Pallet</th>
</tr>
</thead>
<tbody>
<tr>
<td>Gator Tile Edge</td>
<td>1 PIECE : 8 LINEAR FEET</td>
<td>16 BUNDLES = 3072 LINEAR FEET</td>
</tr>
<tr>
<td></td>
<td>1 PACK = 64 LINEAR FEET</td>
<td></td>
</tr>
<tr>
<td></td>
<td>1 BUNDLE = 24 PCS = 192 LINEAR FEET</td>
<td></td>
</tr>
</tbody>
</table>