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Optional Dowel Holes
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Drainage Composite

Follow waterproofing
manufacturer’'s recommendation
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Hanover® RockCurb®

12" height shown in
Battered Profile

Hanover® Unit Paver

Hanover® Pedestal System

Insulation
(60 psi minimum)

Waterproofing System

Structure

Hanover® RockCurb®
12" height shown in
Battered Profile

Hanover® Unit Paver
High-Tab® Pedestal

Insulation
(60 psi minimum)

Waterproofing System

18"H
12"H

Bullnose Profile

18"H

Battered Profile

8"H

Center Curb

Notes:

RockCurb® may require stabilizing against
differential loading, i.e. pinning end to end
or mortaring in place.

Refer to applicable waterproofing
system guideline details for proper
membrane/flashing details and alternatives.
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DESIGNED SCALE: 1"=1" PRODUCT:
5000 Hanover Road DETAILED J.L.F. DATE: 11/7/17 ®
\l Hanover. PA 17331 TRACED PCS— RockCurb® on Green Roof

800.426.4242 CHECKED DWG. NO:10f1

info@nhanoverpavers.com | APPROVED LOCATION: HANOVER

Architectural Products

www.hanoverpavers.com

*LENGTH AND WIDTH DIMENSIONS ARE MADE WITH ATOLERANCE OF +/- 1/16"
THICKNESS AND HEIGHT DIMENSIONS ARE MADE WITH A TOLERANCE OF +/- 1/8"
*DIMENSIONS SHOWN ARE NOMINAL. PRODUCTS ARE MADE TO FIT METRIC MODULES.




