
HANOVER® ROCKCURB®
18" BATTERED PROFILE

HANOVER® PERMEABLE PAVER

OPEN GRADED STONE
APPROX. 14" CLEAN WASHED CHIP JOINT FILL

(AASHTO #9)

1" - 11
2" SETTING BED DEPTH

OPEN GRADED STONE, CLEAN WASHED CHIP
(AASHTO #8 OR #9)

3
4" - 1" OPEN GRADED STONE SIZE
NO FINES, CLEAN WASHED (AASHTO #57)
DEPTH PER ENGINEERING CALCULATIONS

11
2" - 3" OPEN GRADED STONE SIZE

NO FINES, CLEAN WASHED (AASHTO #2)
DEPTH PER ENGINEERING CALCULATIONS

COMPACTED SUBGRADE

PERFORATED PIPE

PLEASE NOTE: DUE TO VARIATIONS IN NATIVE SOIL TYPES, INFILTRATION RATES (CURVE) MAY DIFFER.

THE DETAIL SHOWN  IS AN EXAMPLE OF A TYPICAL PERMEABLE PAVER INSTALLATION. REQUIREMENTS AND REGULATIONS ARE DIFFERENT FOR EACH MUNICIPALITY. CONTACT YOUR LOCAL
MUNICIPALITY OR SPECIFIC INSTALLATION INSTRUCTIONS. AN INDUSTRY PROFESSIONAL SHOULD BE CONSULTED TO DEVELOP A SPECIFICATION FOR THE INDIVIDUAL PROJECT IN
ACCORDANCE WITH LOCAL MUNICIPALITY REQUIREMENTS.

GEOTEXTILE FABRIC
(AS REQUIRED BY GEOTECHNICAL ENGINEER
BASED ON SOIL ANALYSIS)
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UNLESS OTHERWISE NOTED:
*JOINTS ARE MADE TO AN 1/8"

DETAIL DRAWING

SCALE:DATE:

LOCATION:

3/3/2026 NTS

HANOVER, PA

DWG: 1 OF 1

TY
PI

C
A

L 
IN

ST
A

LL
A

TIO
N

APPROVED

QUOTE/ORDER

*LENGTH AND WIDTH DIMENSIONS ARE MADE
WITH A TOLERANCE OF +/- 18".

*THICKNESS AND HEIGHT DIMENSIONS ARE
MADE WITH A TOLERANCE OF +/- 18".

*DIMENSIONS SHOWN ARE NOMINAL.
PRODUCTS ARE MADE TO FIT METRIC

MODULES.
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