
31

Above Photo: Chapel Stone® Garden Walling, 9” Deep, 
Various Lengths, 3” & 6” Heights, Canyon Blend; Chapel 
Stone® Wall Caps, Canyon Blend

Left Photo: Chapel Stone® Garden Walling, 9” Deep,  
Various Lengths, 3” Height, Gray Blend; Chapel Stone® Pillar 
Cap, Gray

Chapel Stone® Garden Walling, 9” Deep, Various Lengths, 6” Height, Canyon Blend; Chapel Stone® Pillar Cap, Sand

Sized at 30” x 30” x 2 1/2”, Chapel 

Stone® Pillar Caps are available 

for use with Chapel Stone® 

Garden Wall. They are perfect for 

use on top of columns, as stair 

treads or outdoor table tops. Pillar 

Caps can be used alone or in 

conjunction with Hanover’s other 

Wall Caps.  

They are available in three  

colors - Chocolate, Gray and 

Sand. All three colors compliment 

Hanover’s Chapel Stone® Garden 

Walls. The Pillar Cap can also be 

special  ordered in a 3” thickness 

when quantities permit.

CHAPEL STONE® PILLAR CAPS

Garden & Landscape Walls | CHAPEL STONE® PILLAR CAPS

Chapel Stone® Garden Walling, 9” Deep, Various Lengths, 3” 
Height, Gray Blend; Chapel Stone® Pillar Cap, Sand
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PLEASE NOTE: Although Chapel Stone® 
Pavers offer an undulant, irregular top 
surface to the pavement, these pavers  
do not meet ADA requirements.

Chapel Stone® Step Block, Chocolate, Gray and Sand

Hanover’s Chapel Stone® Step 
have a pitched face with a 
SlateFace top surface for a 
more natural appearance. They 
are produced in three colors - 
Chocolate, Gray and Sand - to 
compliment Hanover’s extensive 
line of paving products. Available 
with lengths of 24” and 36”,  
steps are 6” high with an  
18” depth.  

CHAPEL STONE®

STEP BLOCK

CHAPEL STONE® PAVERSHanover's Chapel Stone® Pavers 

create a bold stone paving 

design. With uneven and rocky  

top surfaces, they are perfect 

for the project that requires a 

more rugged  appearance. With 

the vertical edges being true in 

size, the product can be installed 

quickly and economically without 

the use of mortar. 

Sized at 6" x 12" x 4", Chapel 

Stone® Pavers are available in 

the same Gray and Tan Blends 

as Garden Walling. Custom 

blending is available for a variety 

of applications.
Woodland Park Crossing, Herndon, VA; Architect: MV+A 
Architects; Landscape Architect: Landscape Architecture 
Bureau, LLC, Washington, DC; Size & Color: Chapel Stone® 
Pavers, Gray and Tan Blends

Garden & Landscape Walls | CHAPEL STONE® STEP BLOCK

Garden & Landscape Walls | CHAPEL STONE® PAVERS
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PLEASE NOTE: Garden Walling is packaged with randomly sized lengths 
(6”, 12” , 18” and 24”). Each height and color blend is packaged 
separately. Pieces are made with return ends for corners on 6”, 12”, 
and 18” lengths. This product is for garden walls and should be 
limited to 3’ in height. Refer to pages 32 & 33 for installation guidelines. 

Hanover® Chapel Stone® Garden Walling is stocked in the four color blends shown below. Custom colors 
and aggregates are available upon special order and when quantities permit. Chapel Stone® lengths are 
mixed within a cube to ensure a natural looking, random installation. Each color and height is cubed separately. 
Garden Walling can be installed using either height or mixing the two together.
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Wall Cap
Adhere with Concrete Adhesive.

Geogrid Soil Reinforcement 
(Min. LTDS = 900 PLF Min.)
MIRAFI MARAGRID 2 XT EXTEND, see notes.

Adhere Geogrid to Chapel Stone®

with Concrete Adhesive.

Adhere Chapel Stone®

at every course
with Concrete Adhesive.
Apply a 1/4” bead in an “S” shape

Finish Grade

4" Compacted Base 2 A Modified (or similar)
or Concrete Footer. Place on level surface.

25"

9"8" 8"
4" Dia. Perforated PVC Drain Tile
Slope and extend to suitable drain location. 

Reinforced Backfill
Extend min. 6” past Geogrid. See notes for properties.

Finish Grade
Finished grade should dissect first course.

8" m
in

.

Woven Filter Fabric
Wrap around backfill.

3'

2'
 6

" 6"
min.

1" Setback at each course

SoilSoil

Drainage Stone

Exposed Edge

6”
12”
18”
24”

6”
12”
18”

HEIGHT

HEIGHT

HEIGHTLENGTH

LENGTH

LENGTHDEPTH

DEPTH

DEPTH

2 13/16”

5 5/8” 24” 18”

2 13/16”

5 5/8”

5 5/8” 36” 18”

5 5/8”
9” 9”

30 sf/cube
3100 lbs/cube

420 sf/truck 
14 cubes/truck 

96 sf/cube
3450 lbs/cube

1248 sf/truck
13 cubes/truck

30 sf/cube
2925 lbs/cube

450 sf/truck 
15 cubes/truck 

10 pcs/cube
6.25 sf/unit
62.5 sf/cube

27.2 lbs/sf
1700 lbs/cube

11 3/4” x 11 3/4” x 3”

29 3/4” x 29 3/4” x 2 1/2”

GARDEN WALLING SIZES

STEP BLOCK SIZES

WALL CAP SIZE

PILLAR CAP SIZE

RADIUS SIZESPACKAGING INFORMATION

PACKAGING INFORMATION

PACKAGING INFORMATION

PACKAGING INFORMATION

PACKAGING INFORMATION

21 sf/cube         1350 lbs/cube

31.5 sf/cube       2042 lbs/cube

PLEASE NOTE: Hanover’s blended colors consist of several shades and will include some solid and some blended pieces.

Tan Gray Russet BlendGray Blend Canyon Blend

Chapel Stone® Radius pieces are 

used to create arcs and curves 

within a wall design. Radius 

pieces can be used in several 

ways by turning them over. Follow 

the installation guidelines shown 

on page 34 for Chapel Stone®

Garden Walling.

Garden & Landscape Walls | CHAPEL STONE® GARDEN WALL STOCKED COLORS

Garden & Landscape Walls | CHAPEL STONE® STANDARD SIZE & PACKAGING

Garden & Landscape Walls | CHAPEL STONE® RADIUS INSTALLATION GUIDELINES
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Wall Cap
Adhere with Concrete Adhesive.

Geogrid Soil Reinforcement 
(Min. LTDS = 900 PLF Min.)
MIRAFI MARAGRID 2 XT EXTEND, see notes.

Adhere Geogrid to Chapel Stone®

with Concrete Adhesive.

Adhere Chapel Stone®

at every course
with Concrete Adhesive.
Apply a 1/4” bead in an “S” shape

Finish Grade

4" Compacted Base 2 A Modified (or similar)
or Concrete Footer. Place on level surface.

25"

9"8" 8"
4" Dia. Perforated PVC Drain Tile
Slope and extend to suitable drain location. 

Reinforced Backfill
Extend min. 6” past Geogrid. See notes for properties.

Finish Grade
Finished grade should dissect first course.

8" m
in

.
Woven Filter Fabric
Wrap around backfill.

3'

2'
 6

" 6"
min.

1" Setback at each course

SoilSoil

Drainage Stone

Exposed Edge

GEOGRID SOIL REINFORCEMENT NOTES:
1. Pull Geogrid taut and anchor prior to backfi ll placement over 
Geogrid.
2. Geogrid reinforcement shall be continuous throughout the 
embedment length. 100% coverage shall be provided at each 
level.
3. Geogrid extends min. 8” over the Chapel Stone® and shall be 
bonded to the stone.
4. Apply adhesive to both sides of Geogrid to insure proper     
bond to both courses.

REINFORCED BACKFILL NOTES:
1. Use ballast stone (min. 1 1/2” diameter) for backfi ll, or structural fi ll as per the 
geotechnical report prepared by specialized engineering, fi le no. 063503, dated 
Oct. 18, 2006.
2. Place reinforced backfi ll in 12” lifts.
3. Compact reinforced backfi ll to 95% of maximum dry density as determined by 
modifi ed proctor tests, ASTM D-1557.
4. Tracked compaction equipment shall not be used directly on Geogrid 
reinforcement. A min. thickness of 12” of reinforced backfi ll is required above 
Geogrid to utilize tracked compaction equipment.
5. Only small vibratory hand operated rollers or walk behind rollers or equipment 
shall be allowed within 5’ of the wall.

PLEASE NOTE: Proper installation methods must be followed to ensure wall strength and stability. Freestanding walls should not exceed 3 feet in 
height. Retaining walls  and walls with elevations beyond 3 feet must also employ proper installation methods and may require engineering design. 
Chapel Stone® Garden Walls can be  laid as dry walls or as mortared walls. Chapel Stone® is not meant as a highway retaining wall. 

Calculate wall materials needed. Determine the square footage of the wall by multiplying length by the height. 

Prepare the footing. Dig a trench 25” wide and 3 - 6” below grade. The height of the wall will determine the number of 
units to bury. As a rule of thumb, you will bury 1” of block for every 8” of exposed wall height. Add 4” for the depth of the 
base material. Be sure the soil is well compacted to prevent settling. Be sure disturbed soils are stabilized.

Construct the base.  A level compacted base is crucial for wall stability. Consisting of 2 A modified stone or concrete 
footer, the base should be 4” deep with 8” behind and 8” in front of the wall. Total base width would be 16” plus the 
9” depth of the wall unit for a total of 25”. 

Install the base course. Position the units side by side on the prepared compacted base. Along the back of the block, 
level the units with a carpenter’s level from front to back and side to side. Use a string line to verify straightness. 

Each course should be set back 1” from the front of the previous course and adhered with manufacturer 
recommended concrete adhesive. If using a concrete footer as the base, adhere the first course to the footer. Apply 
1/4” bead of adhesive in an “S” shape for maximum strength. Care should be taken to insure that the adhesive is not 
exposed at the joints.

As the next course and all additional courses are placed, be sure to stagger the joints. Joints between wall units on 
adjacent courses should not align. Each unit should span two below. 

Backfill the wall as you go. The wall should be backfilled using clean washed ballast stone (minimum 1 1/2” in 
diameter). The depth of the backfill should be equal to the height of the wall and wrapped on the top, back and 
bottom with woven filter fabric.

Stabilize wall sections as you go. The use of GeoGrid reinforcement to stabilize wall sections is recommended. GeoGrid 
should be adhered to the wall units between courses starting 12” from the base/foundation and continuing every 12”. 
Be sure top layer of GeoGrid is covered by a minimum of 12” of backfill stone.

1.

2.

3.

4.

5.

6.

Garden & Landscape Walls | CHAPEL STONE® GARDEN WALL INSTALLATION GUIDELINES
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Chapel Stone®

Step Block

Finish Grade

3/4" - 1” Sand 
Setting Bed 
(ASTM-C-33)

Hanover®

Prest® Brick

Hanover® Edge 300

4" Compacted 
Base (3/4" to fines)

Existing 
Undisturbed 
Subgrade

Concrete Adhesive

Chapel Stone®

Garden Wall

Finish Grade

3/4" - 1” Sand 
Setting Bed 
(ASTM-C-33)

Hanover®

Prest® Brick

Hanover® Edge 300

4" Compacted 
Base (3/4" to fines)

Existing 
Undisturbed 
Subgrade

Concrete Adhesive

Chapel Stone®

Step Block

Finish Grade

3/4" - 1” Sand 
Setting Bed 
(ASTM-C-33)

Hanover®

Prest® Brick

Hanover® Edge 300

4" Compacted 
Base (3/4" to fines)

Existing 
Undisturbed 
Subgrade

Concrete Adhesive

Chapel Stone®

Garden Wall

Finish Grade

3/4" - 1” Sand 
Setting Bed 
(ASTM-C-33)

Hanover®

Prest® Brick

Hanover® Edge 300

4" Compacted 
Base (3/4" to fines)

Existing 
Undisturbed 
Subgrade

Concrete Adhesive

Overlap the corners to create a bond. Using the corner 
pieces provided, overlap the units to build your corner. 
Be sure to stagger the joints; Joints between blocks on 
adjacent courses should not align. Each block should 
span two blocks below.

*A variety of Hanover® products such as Chapel Stone® Wall Caps or Appian® 6” x 9” brick can be incorporated into the step construction. 
They should be bonded to the Garden Walling units which are beneath them using a concrete adhesive. Be sure to allow cure time for 
the units to stabilize.
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Wall Cap
Adhere with Concrete Adhesive.

Geogrid Soil Reinforcement 
(Min. LTDS = 900 PLF Min.)
MIRAFI MARAGRID 2 XT EXTEND, see notes.

Adhere Geogrid to Chapel Stone®

with Concrete Adhesive.

Adhere Chapel Stone®

at every course
with Concrete Adhesive.
Apply a 1/4” bead in an “S” shape

Finish Grade

4" Compacted Base 2 A Modified (or similar)
or Concrete Footer. Place on level surface.

25"

9"8" 8"
4" Dia. Perforated PVC Drain Tile
Slope and extend to suitable drain location. 

Reinforced Backfill
Extend min. 6” past Geogrid. See notes for properties.

Finish Grade
Finished grade should dissect first course.

8" m
in

.

Woven Filter Fabric
Wrap around backfill.

3'

2'
 6

" 6"
min.

1" Setback at each course

SoilSoil

Drainage Stone

Exposed Edge

STEP BLOCK STEP CONSTRUCTION GARDEN WALLING STEP CONSTRUCTION*

GARDEN WALLING 90º CORNER

PLEASE NOTE: Chapel Stone® Garden Walling requires a stable footing, 
compacted base and  proper drainage with filter fabric. Please see 
Page 34 Installation Guidelines or contact a Hanover® representative 
for more information.

Stair width, length and rise should be determined prior to beginning. 
Compact existing subgrade if area has been excavated. Be sure disturbed soils are stabilized. Place compacted gravel 
over compacted subgrade. Screed setting bedding sand.
Begin installation at bottom by installing the first step or course. Install the next layer of compacted gravel base behind 
the first step. Install the second step. Use a Concrete Adhesive to adhere the second step to the first. Keep proper tread 
depth in mind when setting this course. Continue this procedure for the  desired number of steps or courses.
Adhere Step Blocks at each course or step. Concrete Adhesive should be applied in a 1/4” bead to the full length of the 
block in an “S” shape.  Care should be taken to insure that the adhesive is not exposed at the joint.  

1.
2.

3.

4.

Garden & Landscape Walls | CHAPEL STONE® STEP CONSTRUCTION

Garden & Landscape Walls | CHAPEL STONE® 90º CORNER CONSTRUCTION



36

Cover Photo: Vanderbilt University Recreation & Wellness Center, Nashville,TN; Owner: Vanderbilt University; Architect: Moody Nolan; Size & Color: 23 5/8” x 35 5/8” x 6”, #M3468; Finish: 
Ground, Stipple, Heavy Tudor®

VERT-2019

Cover Photo:
Vineland Fire Company #1, Vineland, NJ; Size & Color: 7 5/8” x 23 5/8” x 3 5/8”, 15 5/8” x 23 5/8” x 3 5/8”, #M1767; Finish: Tudor®

PRODUCT INSTALLATION : Each project and site conditions are unique. It is important to contact a Hanover® representative for product details and installation 
guidelines. An architect, landscape architect, and/or structural engineer should be consulted to develop a specification suited for the individual project. • 
Neither this catalog, nor any of the individual product catalogs from Hanover® Architectural Products, is intended to be a design manual.  The projects pictured 
and the installation suggestions given in this catalog are only illustrations of Hanover® products. Each application and specification for installation should have 
the attention of an architect, landscape architect, and/or structural engineer. • As product use and site conditions are not within our control, Hanover® does not 
guarantee results from use of such products or other information herein:  no warranty, express or implied is given.  As government regulations and use conditions 
may change, it is the Buyers responsibility to determine the appropriateness of these products for the specific end uses.

PLEASE NOTE : The color photos shown in this catalog were prepared with great concern for accuracy. However, it is suggested that actual samples be 
requested before specifying. Due to the natural variance of the raw materials used, products can be expected to differ slightly from sample to actual product. 
It is recommended that the products be cleaned after the installation is finished.  Please contact our representatives for product suggestions. 

Hanover® Architectural Products reserves the right to modify, alter or discontinue the texture, color, content, shape or size of its products or any product line at 
any time for any reason.

CONTACT US for product details and information. We invite you to call us at 800-426-4242 to discuss your project, visit our web site www.hanoverpavers.com to 
download current catalogs and more detailed product information, or request our complete product brochures and samples. 

©1971-2019 Hanover® Architectural Products

5000 Hanover Road, Hanover, PA  17331
  717.637.0500  •  fax 717.637.7145

www.hanoverpavers.com
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