








Hanover® continually researches new
materials and processes, seeking innovative
ways fo provide outstanding. sustainable
products. The result is a long-lasting,
environmentally friendly product line that
maintains Hanover's renowned quality and
superior strength. We are committed to
eco-friendly practices that reduce
environmental impact. We embrace new
challenges and are always open to frying
new things.

SUSTAINABILITY IN ACTION

Porcelain Pavers are one of Hanover's most
sustainable products, with environmental responsibility
guiding every stage of production from raw materials
fo long-asting performance.

* Locally sourced materials: Sands, clays, and
feldspars used in production are sourced nearby fo
reduce transportation. These natural resources are
abundant, and when sourced responsibly, their use
minimizes environmental depletion.

» Closed-loop recycling: All water and scrap
materials from production are collected and reused,
reducing waste and conserving resources.

* Energy-efficient manufacturing: Heat from the kiln
is captured and reused during the cooling process.
The kiln replicates the natural formation process of
stone in just hours and is hydrogen-ready, positioned
fo run on cleaner fuel as technology evolves.

* Long-lasting performance: Porcelain’s exceptional
resistance to scratches, stains, and wear extends its
lifespan, reducing the need for replacement and
lowering long-term environmental impact.




TEST RESULTS REFLECTANCE, EMITTANCE AND SRI VALUES
FREEZE/THAW RESISTANT ASTM C1026 PORCELAIN REFLECTANCE ~ EMITTANCE  SRI
/ COLOR AVERAGE AVERAGE VALUE
WATER ABSORPTION ~0,1% ASTM C 373 Sawn Oak HP1001 0434 0.87 49
Driftwood HP1002 0.458 0.88 52
CHEMICAL/STAIN CLASS : A ASTM C 650 Walnut HP1003 0.297 0.87 0
RESISTANCE CLASS :A ASTM C 1378
Barnwood Brown HP1004 0.344 0.90 38
Barnwood Grey HP1005 0.340 0.895 37
FLEXURAL STRENGTH 2 3400 LBS. ASTM C 648 Bamboo HP1006 0.471 0.86 53
Redwood HP1007 0.326 0.86 34
SLIP RESISTANCE 2 0.60 LBS. ANSI 137.1 (DCOF)
Washburn HP2001 0.445 0.88 50
Copper Creek HP2002 0.425 0.89 48
PA BlueStone HP2008 0.313 0.91 34
Egyptian Limestone HP3001 0.365 0.870 39
WEIGHT Spanish Terracotta HP3002 0.366 0.870 40
Approximately 9 lbs/sf at 3/4" thickness Travertine HP3005 0.524 0.905 62
Jerusalem Stone HP3006 0.524 0.90 62
Kona HP4001 0.204 0.86 18
Nantucket HP4002 0.406 0.86 44
PACKAGING Turkish White Marble HP4003  0.643 0.88 77
Pcs/Cube SF/Cube Lbs/Cube Santa Fe HP5003 0.503 0.88 58
12" x 36" 96 274.56 2498 Manhattan HP5004 0.409 0.88 46
30cm x 120cm Oxidian HP5005 0.300 0.86 30
16" x 16" 144 24.68 2159
40cm x 40cm
-
16" x 32" 48 165.33 1545
40cm x 80cm
16" x 48" 54 279.18 2635
40cm x 120cm
24" x 24" 64 248.32 2335
60cm x 60cm
24" x 36" 50 287.5 2630
60cm x 120cm
24" x 48" 26 201.50 1950
60cm x 120cm
PA BlueStone Modular* 60 174.38 1645
12" x 12" 30cm x 30cm 20
12" x 24" 30cm x 60cm 10
24" x 24" 60cm x 60cm 20
24" x 36" 60cm x 90cm 10
\\ ’
Jerusalem Stone Modular* 144 186 1665 p -
8" x 8" 20cm x 20cm 48 VA7
8" x 16" 20cm x 40cm 24

16" x 16" 40cm x 40cm 48

16" x 24" 40cm x 60cm 24 GRIDI—O c® SYSTEM

GRIDLOC® is a lightweight structural
48"x 48° 18 279 2731 * support underlayment made from 90%
120em x 120em recycled materials. A continuous, fully-

Please Note: All sizes are 3/4" thick. Packaging is based on prototypes and SquorTed' mpnoh’rhm floor . surface
could vary slightly. Calculations are based on actual metric dimensions. suppor‘rs ony’rhlng from Porcelain Pavers

Confact Hanover® before placing an order. Weight does not include pallet. to in‘rerlocking concrete Prest® Brick.

* Sold in full cube quantities only.
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PRODUCT INSTALLATION : Each project and site conditions are unique. It is important to contact a Hanover® representative for product details and installation
guidelines. An architect, landscape architect, and/or structural engineer should be consulted to develop a specification suited for the individual project. *
Neither this catalog, nor any of the individual product catalogs from Hanover® Architectural Products, is infended to be a design manual. The projects pictured
and the installation suggestions given in this catalog are only illustrations of Hanover® products. Each application and specification for installation should have
the aftention of an architect, landscape architect, and/or structural engineer. « As product use and site conditions are not within our control, Hanover® does not
guarantee results from use of such products or other information herein: no warranty, express or implied is given. As government regulations and use conditions
may change, it is the Buyers responsibility fo determine the appropriateness of these products for the specific end uses.

PLEASE NOTE : The color photos shown were prepared with great concern for accuracy. However, it is suggested that actual samples be requested before
specifying. It is recommended that the products be cleaned affer the installation is finished. Please contact our representatives for product suggestions.

Hanover® Architectural Products reserves the right fo modify, alter or discontinue the texture, color, content, shape or size of its products or any product line at
any fime for any reason.

CONTACT US for product details and information. We invite you to call us at 800-426-4242 to discuss your project, visit our web site www.hanoverpavers.com to
download current catalogs and more detailed product information, or request our complete product brochures and samples.
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