
HANOVER® MODULAR BRICK VENEER

AIR SPACE

RIGID INSULATION IN CAVITY

AIR / MOISTURE / VAPOR BARRIER AS REQUIRED

CONCRETE MASONRY BACKUP

GROUT PER STRUCTURAL DESIGN

DRIP EDGE (SEAL AND ADHERE TO FOUNDATION)

THRU-WALL FLASHING

CAVITY DRAINAGE INSERT

WEEP VENTS

TRANSITION MEMBRANE

WALL TIES (AS REQUIRED FOR DESIGN INTENT)

TERMINATION BAR W/ CONT. BEAD OF SEALANT AT TOP

HORIZONTAL JOINT REINFORCEMENT

REINFORCEMENT PER STRUCTURAL DESIGN

BELOW GRADE WATERPROOFING COMPATIBLE W/ SUBSTRATE

CONCRETE MASONRY FOUNDATION
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UNLESS OTHERWISE NOTED:
*JOINTS ARE MADE TO AN 1/8"
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11/27/2024 5/8"=1'-0"

HANOVER, PA
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QUOTE/ORDER

*LENGTH AND WIDTH DIMENSIONS ARE
MADE WITH A TOLERANCE OF +/- 18".

*THICKNESS AND HEIGHT DIMENSIONS ARE
MADE WITH A TOLERANCE OF +/- 18".

*DIMENSIONS SHOWN ARE NOMINAL.
PRODUCTS ARE MADE TO FIT METRIC

MODULES.
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