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SCOPE

Architectural Testing, Inc. (an Intertek company) dba Intertek Building & Construction (B&C) was
contracted by Hanover Architectural Products to perform R&D testing in accordance with TAS 114
Appendix D (Modified), on their PREST® PAVER MECHANICALLY FASTENED UTILIZING THE
PAVERLOC™ pedestal system. Results obtained are tested values and were secured by using the
designated test method(s). Testing was conducted at Intertek B&C test facility in York,
Pennsylvania.

This report does not constitute certification of this product nor an opinion or endorsement by this
laboratory. Intertek B&C will service this report for the entire test record retention period. The
test record retention period ends ten years after the test date. Test records, such as detailed
drawings, datasheets, representative samples of test specimens, or other pertinent project
documentation, will be retained for the entire test record retention period.

Unless differently required, Intertek reports apply the "Simple Acceptance" rule, also called
"Shared Risk approach," of ILAC-G8:09/2019, Guidelines on Decision Rules and Statements of
Conformity. This report does not constitute certification of this product nor an opinion or
endorsement by this laboratory.

For INTERTEK B&C:

COMPLETED BY:  Tyler J. Holland REVIEWED BY:  Austin L. Wilcox, P.E.
Foreman - Project Engineer -
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This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client.
Intertek's responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any
party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report.
Only the Client is authorized to permit copying or distribution of this report and then only in its entirety. Any use of the Intertek name
or one of its marks for the sale or advertisement of the tested material, product or service must first be approved in writing by Intertek.
The observations and test results in this report are relevant only to the sample(s) tested. This report by itself does not imply that the
material, product, or service is or has ever been under an Intertek certification program.
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TEST METHOD

The specimen was evaluated in accordance with the following:

TAS 114-95.27, Appendix D, Test Procedure for Simulated Uplift Pressure Resistance of
Adhered roof System Assemblies
MATERIAL SOURCE/INSTALLATION
Test specimen(s) were provided by the client. Installation of the tested product was performed
by the client.
EQUIPMENT
Load Cell: 005532

Stopwatch: INT0O0974
Weather Station: 63316

LIST OF OFFICIAL OBSERVERS

NAME COMPANY
Dan Utz Hanover Architectural Products

Tyler Holland Intertek B&C
Austin Wilcox Intertek B&C

Version: 09/23/24 Page 3 of 10 RT-R-AMER-Test-2805



130 Derry Court

r York, Pennsylvania 17406

Total Quality. Assured. Telephone: 717-764-7700
Facsimile: 717-764-4129

www.intertek.com/building

TEST REPORT FOR HANOVER ARCHITECTURAL PRODUCTS
Report No.: T5015.01-109-18

Date: 03/10/26

Revision 3: 03/24/26

TEST SPECIMEN DESCRIPTION

Series/Model: PREST® PAVER MECHANICALLY FASTENED UTILIZING THE PAVERLOC™ PEDESTAL
SYSTEM

Product Type: Tile Pedestal System

Product Sizes:

Test Specimen 1

OVERALL AREA: WIDTH HEIGHT

35.0 ft? (3.25m?) millimeters inches millimeters inches
Overall Size 1778 71 1778 71
Specimen size 902 23-1/2 902 23-1/2

The following descriptions apply to all specimens.

Test Specimen(s) Description:

A 3-tile by 3-tile arrangement was constructed over a concrete floor. Each pedestal consisted of
four pieces. The paver, pedestal base, top, pedestal/locking ring, and shim. The pedestal base and
top measure 7-3/8" in diameter, both made of injected molded plastic. The top is threaded into
the base, and the pedestal/locking ring is engaged with the pedestal top via a friction fit. A rubber
1/8" shim is added to the top surface of the locking ring. Each paver has a pre-inserted insert hole
in each corner, a plastic pin measuring 0.638" in diameter is inserted into each insert hole until it
bottoms out. The tile is then placed onto the pedestal base so that the pin protruding from each
corner is inserted into the locking ring. Once all tiles have been installed, a 5/32" hex key tool is
used to turn the locking ring clockwise, locking the paver to the pedestal system.

A 24" x 24" x 3/4" sheet of plywood was adhered to the center tile to allow the specimen to be
connected to the test frame.
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TEST RESULTS
The temperature during testing was 61°F (16°C). The results are tabulated as follows:

Series/Model: PREST® PAVER MECHANICALLY FASTENED UTILIZING THE PAVERLOC™ PEDESTAL
SYSTEM

Test Specimen #1:

Test Pressure Observations Results
120 Ibf (30 psf) -
660 |bf (165 psf)

No visible damage to the roof assembly Pass

The tile insert/peg pulled through the locking ring

720 Ibf (180 psf) in the base

Failure

General Notes:
1. All testing was performed in accordance with the referenced standard.
2. Only one specimen was tested. TAS-114D requires three specimens for full compliance
3. Uplift Force was incremented in 60-pound loads and was held for 60 seconds.

The product successfully achieved a maximum load of 660lbs or 165psf. TAS 114D applies a 2:1
factor of safety, the resulting design pressure is 82.5psf.

Using the formula below, where V is the approximate windspeed equivalent:

PSF
0.00296

165psf is approximately equivalent to 250mph and 82.5psf is approximately equivalent to
180mph.

Note: The above calculation is an estimate only and is for R&D purposes only, the calculation is not
prescribed in TAS-114D.
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Photo No. 1
Assembled Pedestal
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Photo No. 2
Pedestal Base
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Photo No. 3
Pedestal Top
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Photo No. 4
Locking Ring
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Photo No. 5
Pin

Photo No. 6
Specimen Assembly
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Photo No. 7
Pin Failure
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