
PAVERLOC™ PEDESTAL - ASSEMBLY

PAVERLOC™ PEDESTAL

PAVERLOC™ PIN

5/32" HEX WRENCH MUST BE USED TO TURN THE PAVERLOC™
PEDESTAL CLOCKWISE UNTIL THE LOCKING MECHANISM IS ENGAGED

LEVELING PLATES

SECTION A-A
MINIMUM THRESHOLD HEIGHT FOR PAVERLOC™ SYSTEM

PAVERLOC™ PAVER

PAVERLOC™ PEDESTAL - BOTTOM VIEW

OPTIONAL - ADHERE
PAVERLOC™
PEDESTAL DIRECTLY TO
ROOF SYSTEM
(DEPENDENT ON WIND CODES)

ARCHITECT/ENGINEER SHOULD BE
CONSULTED TO DEVELOP A
SPECIFICATION SUITED FOR EACH
SPECIFIC PROJECT

ENSURE ROOF SYSTEM IS
CAPABLE OF PROPER
PEDESTAL ADHESION

CHECK WITH WATERPROOFING
MANUFACTURER'S RECOMMENDATION

PAVERLOC™ PEDESTAL - ADHESION DETAIL TO ROOF SYSTEM

2"
215
16"

PAVERLOC™ PIN

MOLDED INSERT

PAVERLOC™ PEDESTAL

PAVERLOC™ PAVER

15
16"

1/8" & 1/16" LEVELING PLATES CAN BE USED FOR MINOR
ADJUSTMENTS

PINS SHOULD BE ORIENTED TO ALIGN OVER THE
LARGER OPENING OF THE PAVERLOC™ PEDESTAL

PINS MUST BE FULLY SEATED INTO MOLDED PAVER
INSERT USING RUBBER MALLET CONSTRUCTION ADHESIVE

OUTER EDGE ON BOTTOM OF
PAVERLOC™ PEDESTAL

SPECIFY RECOMMENDED ADHESIVE BASED OFF TEST DATA
(PER REGIONAL CODES)

CHECKED

DRAWN FOR

DETAILED

REVISION #

T.M.M

UNLESS OTHERWISE NOTED:
*JOINTS ARE MADE TO AN 1/8"
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*LENGTH AND WIDTH DIMENSIONS ARE MADE
WITH A TOLERANCE OF +/- 18".

*THICKNESS AND HEIGHT DIMENSIONS ARE
MADE WITH A TOLERANCE OF +/- 18".

*DIMENSIONS SHOWN ARE NOMINAL.
PRODUCTS ARE MADE TO FIT METRIC

MODULES.
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