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HANOVER® PAVERLOC™ PIN

HANOVER® PAVERLOC™ PEDESTAL HANOVER® PAVERLOC™ PAVER

TWO-PIECE COUNTER FLASHINGHANOVER® ELEVATOR® PEDESTAL
NO-TAB ELEVATOR® TOP / ELEVATOR® BASE

OPTIONAL - CONSTRUCTION ADHESIVE
PAVER TO PEDESTAL AT PERIMETERS

SPACER TO HELP MAINTAIN 18" JOINT SPACING

1

HANOVER® PAVERLOC™ PIN

HANOVER® PAVERLOC™ PEDESTAL

HANOVER® COMPENSATOR®
(1) COMPENSATOR® ADJUSTS FOR 1/8" PER 1'-0" PITCH

TWO-PIECE COUNTER FLASHING

WATERPROOFING
AS SPECIFIED BY WATERPROOFING MANUFACTURER

HANOVER® ELEVATOR® PEDESTAL
NO-TAB ELEVATOR® TOP / ELEVATOR® BASE

OPTIONAL - PROTECTION BOARD
AS SPECIFIED / REQUIRED BY WATERPROOFING

MANUFACTURER

MINIMUM 60 PSI XPS INSULATION

HANOVER® PAVERLOC™ PAVER

OPTIONAL - CONSTRUCTION ADHESIVE
PAVER TO PEDESTAL AT PERIMETERS

TWO-PIECE COUNTER FLASHING

OPTIONAL - CONSTRUCTION ADHESIVE
PAVER TO PEDESTAL AT PERIMETERS

NO TAB ELEVATOR® TOP/ ELEVATOR® BASE

ALUMINUM EXTRUSION - REQUIRED
MINIMUM .080 GAUGE

CHECKED

DRAWN FOR

REVISION #

UNLESS OTHERWISE NOTED:
*JOINTS ARE MADE TO AN 1/8"

SHOP DRAWING

SCALE:DATE:

LOCATION:

6/16/2026 AS INDICATED

HANOVER, PA

DWG: 1 OF 1
APPROVED

*LENGTH AND WIDTH DIMENSIONS ARE MADE
WITH A TOLERANCE OF +/- 18".

*THICKNESS AND HEIGHT DIMENSIONS ARE
MADE WITH A TOLERANCE OF +/- 18".

*DIMENSIONS SHOWN ARE NOMINAL.
PRODUCTS ARE MADE TO FIT METRIC

MODULES.
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SECTION VIEW - A

SCALE -  3" = 1'-0"PLAN VIEWSCALE -  1/2" = 1'-0"

SCALE -  3/4" = 1'-0"

PERIMETER EDGE DETAIL1

DETAILED T.M.M

A.R.H.
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