
HANOVER® PAVERLOC™ PAVER

HANOVER® COMPENSATOR®
(1) COMPENSATOR® ADJUSTS FOR 1/8" PER 1'-0" PITCH

WATERPROOFING
AS SPECIFIED BY WATERPROOFING MANUFACTURER

HANOVER® ELEVATOR® PEDESTAL
NO-TAB ELEVATOR® TOP / ELEVATOR® BASE

DRAIN
DETAIL SPECIFIED BY ARCHITECT / ENGINEER

PROTECTION BOARD
OPTIONAL - AS SPECIFIED / REQUIRED BY
WATERPROOFING MANUFACTURER

MINIMUM 60 PSI XPS INSULATION

HANOVER® PAVERLOC™ PEDESTAL

HANOVER® PAVERLOC™ PIN

ENGINEERED PERFORATED STAINLESS STEEL PLATE
DESIGNED TO CARRY INTENDED LIVE / DEAD LOADS AND NOT TO DEFLECT

PROTECTION COURSE - CUSTOM CUT TO FIT
SPECIFIED BY ARCHITECT / ENGINEER

HANOVER® LEVELING PLATE - 1
16" / 18"

USED TO HELP LEVEL PROTECTION COURSE / STAINLESS STEEL PLATE

CONSTRUCTION ADHESIVE MAY BE NEEDED TO PROPERLY SECURE THE
STAINLESS STEEL PLATE TO THE PROTECTION COURSE

HANOVER® PAVERLOC™ PAVER

HANOVER® COMPENSATOR®
(1) COMPENSATOR® ADJUSTS FOR 1/8" PER 1'-0" PITCH

WATERPROOFING
AS SPECIFIED BY WATERPROOFING MANUFACTURER

HANOVER® ELEVATOR® PEDESTAL
NO-TAB ELEVATOR® TOP / ELEVATOR® BASE

DRAIN
DETAIL SPECIFIED BY ARCHITECT / ENGINEER

PROTECTION BOARD
OPTIONAL - AS SPECIFIED / REQUIRED BY
WATERPROOFING MANUFACTURER

MINIMUM 60 PSI XPS INSULATION

CONSTRUCTION ADHESIVE - STAINLESS STEEL PLATE TO PEDESTAL
SPECIFY RECOMMENDED ADHESIVE BASED OFF TEST DATA

ENGINEERED PERFORATED STAINLESS STEEL PLATE
DESIGNED TO CARRY INTENDED LIVE / DEAD LOADS AND NOT TO DEFLECT

HANOVER® PAVERLOC™ PEDESTAL

HANOVER® PAVERLOC™ PIN
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*LENGTH AND WIDTH DIMENSIONS ARE MADE
WITH A TOLERANCE OF +/- 18".

*THICKNESS AND HEIGHT DIMENSIONS ARE
MADE WITH A TOLERANCE OF +/- 18".

*DIMENSIONS SHOWN ARE NOMINAL.
PRODUCTS ARE MADE TO FIT METRIC

MODULES.
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