
Welcome to VISION STUDIO by 

Hanover! Hanover® is proud to 

offer three services to support your 

project from the earliest phases 

like pre-design and schematic 

design to help ensure a smooth 

development process from start to 

finish; from concept to completion. 

• 2D Conceptual Design
• 3D Visualization
• Roof & Pedestal Takeoff 

Your vision is our priority. We work 

alongside you to bring your 

ideas to life, supported by our full 

range of products and services.  

With Hanover®, every detail is covered 

in one place, reducing complexity 

and giving you confidence that your 

project will come together smoothly. 

Our pricing is structured to match  

the scope of your design needs.

 

Our streamlined process will transform 

your ideas into visual reality. Our  

Sales and Vision Studio Teams 

will walk you through each step, 

fast tracking your project to avoid  

costly mistakes and time delays.  

Our goal is to make the design and 

ordering process seamless.

Dream It. Draft It. Design It.

To get started, complete 
one of the Project Intake 
Forms on our website. Once 
submitted, a member of the 
Hanover® team will reach 
out to discuss your project 
in detail and tailor a plan  
to fit your needs. 

hanoverpavers.com/ 
vision-studio

PROJECT INTAKE FORM

VISION STUDIO VISION STUDIO by Hanoveby Hanoverr®®

Getting Started:
Begin your project by 
submitting one of our  
PROJECT INTAKE FORMS. 
Include photos and  
files to communicate 
your design vision.

Step 1: 
Hanover® will contact 
you to discuss product 
options. You will provide 
files and photos to 
help us evaluate your 
project needs.

Step 2: 
Hanover® will prepare 
the proposed plan 
with associated 
design costs for your 
review, approval, 
and signature.

Step 3: 
The Vision Studio Team 
will begin design service 
work. Simultaneously, the 
Sales Team will provide 
a product quotation 
and samples.

Step 4: 
The Vision Studio Team 
will provide DropBox links. 
Product production will 
begin once the order is 
placed and the signed 
acknowledgement is 
returned.

VISUALIZE THE POTENTIAL 
AND DESIGN IT WITH 

HANOVER® PRODUCTS



Please Note: Hanover retains all ownership and intellectual property rights, including copyrights and right of use to all digital images, renderings, visual 
concepts, and product-specific characteristics. Digital images are considered confidential information. Unauthorized use, reproduction, and reverse 
engineering of the products represented in the digital images is prohibited. Hanover makes no representations or warranties, either express or implied, 
as to the suitability of the digital images for any specific purpose. Recipient may use these images solely for the purpose of incorporating them into 
project designs, drawings, and submittals. An architect, landscape architect, and/or structural engineer should be consulted to develop and examine 
each application and specification for the project. Hanover is not responsible for shortages, overages, accuracy of dimensions, or engineering of any 
kind. As project use and site conditions are not within Hanover’s control, Hanover does not guarantee results from the use of such products or other 
information. Hanover assumes no responsibility for field conditions, elevation changes, or any other factors. Customer is responsible for the coordination 
of updates. Hanover is not responsible to any users of the digital images for updating or for compatibility with the user’s hardware or software, and shall 
not be responsible for any liability that may arise or result from the use of the drawings by the customer, its officers, employees, agents, contractors, and/or 
subcontractors. The user is responsible for examining the digital images for virus contamination, prior to use thereof.

VISUALIZE THE POTENTIAL. DESIGN IT WITH HANOVER® PRODUCTS.
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5000 Hanover Road
Hanover, PA 17331
800.426.4242
www.hanoverpavers.com
info@hanoverpavers.com

2D CONCEPTUAL DESIGN 
Set the foundation for great design 

with Hanover’s 2D Conceptual 

Design Service. Our in-house CAD 

Team collaborates with you early in 

the process to turn your ideas and 

sketches into clean, CAD-based 

drawings. These drawings not only 

guide your vision but also help 

you explore and incorporate any 

Hanover® product from Permeable 

Pavers to Prest® Pavers. Whether 

you’re planning a backyard patio 

or a rooftop pool, our 2D services 

support confident decision-making.

3D VISUALIZATION 
Hanover’s 3D Visualization 

Service brings your designs to 

life with photorealistic renderings 

that showcase the beauty and 

performance of Hanover® products 

in any setting you envision. Before 

the first brick is laid, you and 

your clients can experience how 

Hanover® Porcelain Pavers, Asphalt 

Block, and other materials will look 

in your finished space. Turning 

concepts into approvals, our fully 

textured visuals are perfect for client 

presentations and approvals.

ROOF & PEDESTAL TAKEOFF
Elevate accuracy with Hanover’s 

Roof & Pedestal Takeoff service. 

Specifically designed for projects 

using Hanover® Roof Pavers and 

Pedestal Systems, this service helps 

determine precise paver quantities, 

sizes, pedestal counts, and elevations 

to eliminate guesswork and ensuring 

a smooth installation. Choosing the 

right Hanover® components from the 

start enables contractors, roofers, 

and installers to work more quickly 

and confidently.
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CUSTOM PRECAST CONCRETE BENCH - RADIUS AND STRAIGHTA-1

MULCH BED / PLANTING AREA

GRASS AREA / OPEN SPACE

HANOVER® PORCELAIN PAVER - 23.622" X 47.244" X 0.787" - MANHATTAN

HANOVER® PORCELAIN PAVER - 23.622" X 47.244" X 0.787" - SANTA FE

HANOVER® TRADITIONAL BRICK - 4" X 8" X 2-3/8" - LIMESTONE GRAY

HANOVER® TRADITIONAL BRICK - 4" X 8" X 2-3/8" - CHARCOAL

HANOVER® TRADITIONAL BRICK - 4" X 8" X 2-3/8" - GLACIER WHITE

W-1

W-2

HANOVER® CHAPEL STONE® GARDEN WALLING - CANYON BLEND

HANOVER® CHAPEL STONE® PILLAR CAP - CANYON BLEND

SETTING BED - HANOVER® PORCELAIN (6,333.51 SF)

CHAPEL STONE® SITTING WALL CONSTRUCTION (45.08 LF)

SETTING BED - TRADITIONAL® PREST® BRICK (2,817.36 SF)

CHAPEL STONE® PIER CONSTRUCTION (4 PILLARS)

* 0.787" PORCELAIN TILE TO BE THIN-SET OVER CONCRETE SUB-SLAB, POURED BY
CONTRACTOR. MORTAR SETTING BED TO BE LATEX-ADDITIVE (254 PLATINUM -
LATICRETE) WITH AT LEAST 95% COVERAGE. JOINT SPACING TO BE TYP. 1/8" WIDE AND
TO BE FILLED WITH PERMACOLOR GROUT (LATICRETE). NO PAVER TO PAVER CONTACT
IS PERMITTED. PAVERS THAT NEED TO BE CUT WILL HAVE TO BE DONE WITH A WET SAW,
WITH A DIAMOND TIPPED BLADE.

* 3
4" TO 1" OF SHARP SAND (CONFORMING TO ASTMC-33) TO BE APPLIED OVER
SUB-BASE. FOR PEDESTRIAN USE, 6" - 8" OF 2A CRUSHED SHOULD BE APPLIED OVER
FULLY COMPACTED GRADE. BASE SHOULD BE PROPERLY COMPACTED WITH
VIBRATING ROLLER TO A DENSE, EVEN SURFACE WITHIN 12". BRICKS TO BE LAID HAND
TIGHT WITH POLYMERIC SAND SWEEP JOINTS. BRICKS TO BE LAID IN A 45 DEGREE
HERRINGBONE PATTERN. SAND SHOULD COMPLETELY FILL THE JOINTS UP THE THE
BOTTOM OF THE BRICK MICRO-BEVEL .

* CONSTRUCT BASE FOR SITTING WALL WITH 2A MODIFIED STONE 4" DEEP, AND 8" FROM
THE EDGE OF THE WALL. SITTING WALL HEIGHT SHOULD VARY FROM 20" TO 24" ABOVE
FINISHED GRADE. LOCTITE PL PREMIUM ADHESIVE IS TO BE USED TO FULLY ADHERE
EACH LAYER OF STONE. CHAPEL STONE WALL CAPS ARE TO BE CENTERED AND FULLY
ADHERED TO THE TOP OF THE BLOCK WALL. AFTER CONSTRUCTION IS FINISHED,
WALLING AND CAPS ARE TO BE SPRAYED WITH HANOVER'S NATURAL SEALER.

* CONSTRUCT BASE FOR PILLAR WITH POURED IN PLACE CONCRETE FOOTER, OR
ADEQUATE DEPTH OF 2A MODIFIED STONE. FINISHED PILLAR HEIGHT TO BE 30",
INCLUDING THE THICKNESS FOR THE CHAPEL STONE PILLAR CAP (2-1/2"). CORNER
BLOCKS ARE TO OVERLAP IN ORDER TO CREATE A STRONG BOND. JOINTS FOR THE
PILLAR ARE TO BE STAGGERED AND ARE NOT TO ALIGN. EACH BLOCK SHOULD SPAN
AT LEAST 2 BLOCKS BELOW. LOCTITE PL PREMIUM ADHESIVE IS TO BE USED TO FULLY
ADHERE THE PIER BLOCKS ALONG WITH THE PILLAR CAP.
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*LENGTH AND WIDTH DIMENSIONS ARE
MADE WITH A TOLERANCE OF +/- 18".

*THICKNESS AND HEIGHT DIMENSIONS ARE
MADE WITH A TOLERANCE OF +/- 18".

*DIMENSIONS SHOWN ARE NOMINAL.
PRODUCTS ARE MADE TO FIT METRIC

MODULES.


